ZDRE zorg-biogas.com

BIOGAS

Biogas blowers - Price list 2026
MS - MOR / GOR - 50 Hz - ATEX 11 36D T3

Prices per blower with motor, EUR excluding VAT.

K03 MS
Model Motor Q max Q at 200 mbar Ap max Execution Price
kW m3/h m3/h mbar EUR
K03 MS 0,37 74 — 110 MOR 1.300,00 €
K03 MS 0,55 74 = 150 MOR 1.450,00 €
K04 MS
Motor 0 max 0 at 200 mbar Ap max . Price
K04 MS 0,75 137 — 150 MOR 1.700,00 €
K04 MS 1,1 137 55 200 MOR 1.850,00 €
K04 MS 1,5 137 55 250 MOR 2.000,00 €
K05 MS
Motor 0 max 0 at 200 mbar Ap max n Price
K05 MS 1,1 219 — 130 MOR 1.830,00 €
K05 MS 1,5 219 = 175 MOR 1.980,00 €
K05 MS 2,2 219 115 250 MOR 2.150,00 €
K05 MS 3 219 115 300 MOR 2.300,00 €
E06 MS
Motor 0 max 0 at 200 mbar Ap max - Price
E06 MS 2,2 348 — 150 GOR 1.960,00 €
E06 MS 8 348 200 250 GOR 2.820,00 €
E06 MS 4 348 200 350 GOR 2.970,00 €

Single-stage side channel blowers with one impeller and aluminium alloy construction. The same price applies to MOR and GOR with the same
model and motor rating. The E06 performance figures are from the GOR data sheet; all other figures are for MOR.

Q max and Ap max are separate limiting values, not a common operating point. Design conditions: biogas at 20 °C, absolute inlet pressure 1013
mbar, density 1.20 kg/m3; tolerance +10%. Select the operating point for the actual gas composition and installation conditions. MS: Flow at
200 mbar is read from the 50 Hz compression curve and rounded to 5 m3/h. A dash means the motor does not reach 200 mbar.
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Biogas blowers - Price list 2026
MS - MOR / GOR - 50 Hz - ATEX 11 36D T3

Prices per blower with motor, EUR excluding VAT.

E07 MS
Motor Q max Q at 200 mbar Ap max . Price
EQ7 MS 2,2 431 - 100 MOR 2.800,00 €
EQ7 MS 3 431 - 175 MOR 2.950,00 €
EQ7 MS 4 431 285 250 MOR 3.100,00 €
EQ7 MS 9,9 431 285 350 MOR 3.250,00 €

E08 MS
Motor Q max Q at 200 mbar Ap max . Price
E08 MS 3 562 — 100 MOR 2.770,00 €
E08 MS 4 562 - 175 MOR 2.920,00 €
E08 MS 55 562 400 250 MOR 3.600,00 €
EO08 MS 7,5 562 400 350 MOR 4.900,00 €
E08 MS 9,2 562 400 425 MOR 5.050,00 €

E09 MS
Motor 0 max 0 at 200 mbar Ap max n Price
EQ09 MS 4 673 - 125 MOR 4.350,00 €
EQ09 MS 5,8 673 485 200 MOR 4.500,00 €
EQ9 MS 7,5 673 485 300 MOR 4.650,00 €
E09 MS 9,2 673 485 375 MOR 4.630,00 €
EQ09 MS 1N 673 485 400 MOR 4.780,00 €

Single-stage side channel blowers with one impeller and aluminium alloy construction. The same price applies to MOR and GOR with the same
model and motor rating. The E06 performance figures are from the GOR data sheet; all other figures are for MOR.

Q max and Ap max are separate limiting values, not a common operating point. Design conditions: biogas at 20 °C, absolute inlet pressure 1013
mbar, density 1.20 kg/m3; tolerance +10%. Select the operating point for the actual gas composition and installation conditions. MS: Flow at
200 mbar is read from the 50 Hz compression curve and rounded to 5 m3/h. A dash means the motor does not reach 200 mbar.
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BIOGAS

Biogas blowers - Price list 2026
MS - MOR / GOR - 50 Hz - ATEX 11 36D T3

Prices per blower with motor, EUR excluding VAT.

E10 MS
Model 2 i S Execution i
kw m3/h m3/h mbar EUR
E10 MS 55 823 — 150 MOR 4.700,00 €
E10 MS 7,5 823 620 225 MOR 4.900,00 €
E10 MS 9,2 823 620 300 MOR 5.100,00 €
E10 MS " 823 620 350 MOR 5.300,00 €
E10 MS 15 823 620 425 MOR 5.500,00 €

E11 MS
Model le‘:\?r A::IE; e:x Execution PE'J;
E11 MS 7,5 939 — 175 MOR 5.200,00 €
E11 MS 9,2 939 750 225 MOR 5.500,00 €
E11 MS " 939 750 300 MOR 6.900,00 €
E11 MS 15 939 750 425 MOR 7.500,00 €
E11 MS 18,5 939 750 450 MOR 7.800,00 €

E12 MS
Model le‘;\?r A;E; arx Execution PE'J;
E12 MS 9,2 1024 — 175 MOR 7.300,00 €
E12 MS " 1024 820 225 MOR 7.600,00 €
E12 MS 15 1024 820 350 MOR 7.900,00 €
E12 MS 18,5 1024 820 450 MOR 8.200,00 €

Single-stage side channel blowers with one impeller and aluminium alloy construction. The same price applies to MOR and GOR with the same
model and motor rating. The E06 performance figures are from the GOR data sheet; all other figures are for MOR.

Q max and Ap max are separate limiting values, not a common operating point. Design conditions: biogas at 20 °C, absolute inlet pressure 1013
mbar, density 1.20 kg/m3; tolerance +10%. Select the operating point for the actual gas composition and installation conditions. MS: Flow at
200 mbar is read from the 50 Hz compression curve and rounded to 5 m3/h. A dash means the motor does not reach 200 mbar.
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BIOGAS

Biogas blowers - Price list 2026
MD - MOR / GOR - 50 Hz - ATEX 11 36D T3

Prices per blower with motor, EUR excluding VAT.

MD - Two-stage single-impeller blowers

E07 MD
m3/h mbar EUR
E07 MD 450 MOR 4.000,00 €
E07 MD 4 209 550 MOR 4.150,00 €
E07 MD 5,5 209 650 MOR 4.300,00 €
E08 MD
m3/h mbar EUR
E08 MD 350 MOR 5.150,00 €
E08 MD 2,8 255 550 MOR 5.300,00 €
E08 MD 7,5 255 650 MOR 5.450,00 €
E11MD
m3/h mbar EUR
E11 MD 400 MOR 6.800,00 €
E11 MD 9,2 458 529 MOR 7.100,00 €
E11 MD 1" 458 625 MOR 7.400,00 €
E12MD
m3/h mbar EUR
E12MD 425 MOR 8.100,00 €
E12 MD 11 521 550 MOR 8.400,00 €
E12MD 15 521 650 MOR 8.700,00 €

Aluminium alloy construction. MD data refer to MOR; TD data refer to GOR. The same price applies to MOR and GOR with the same model and
motor rating.

Q max and Ap max are separate limiting values, not a common operating point. Design conditions: biogas at 20 °C, absolute inlet pressure 1013
mbar, density 1.20 kg/m3; tolerance +10%. Select the operating point for the actual gas composition and installation conditions.
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BIOGAS

Biogas blowers - Price list 2026
TD - MOR / GOR - 50 Hz - ATEX 11 36D T3

Prices per blower with motor, EUR excluding VAT.

TD - Two-stage twin-impeller blowers

E11TD
m3/h mbar EUR
E11TD 15 954 375 GOR 8.900,00 €
E11TD 18,5 954 475 GOR 9.200,00 €
E11TD 22 954 600 GOR 9.500,00 €
E12TD
m3/h mbar EUR
E12TD 18,5 1053 — GOR 10.200,00 €
E12TD 22 1053 500 GOR 10.500,00 €
E12TD 30 1053 600 GOR 10.800,00 €

Aluminium alloy construction. MD data refer to MOR; TD data refer to GOR. The same price applies to MOR and GOR with the same model and
motor rating.

E12 TD with an 18.5 kW motor: vacuum operation only, up to 425 mbar vacuum. The dash in the pressure column means no compression rating
is specified for this motor.

Q max and Ap max are separate limiting values, not a common operating point. Design conditions: biogas at 20 °C, absolute inlet pressure 1013
mbar, density 1.20 kg/m3; tolerance +10%. Select the operating point for the actual gas composition and installation conditions.
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